
         55 DLX Multi Crop 
MINIMUM VIBRATION & GRAIN LOSS

 

Side Clutch 
for Easy Turn

Powerful & 
4 Stroke Engine

Assurance of 
Service & Spare Parts

High Work 
Efficiency

1800 419 0136 exports@vst-international.com www.vst-international.com 



Authorised Dealer

Disclaimer: Pictures used here are for illustration purpose only. Product specifications are subject to change without prior notice. Performance of the machine may vary with user/field/working conditions.

PRODUCT 
DETAILS

ENGINE

TRANSMISSION

Category Power Reaper

Model VST 55 DLX HW

Type Walking Type, Multicrop Reaper

Bore × Stroke, mm 68 X 54

Displacement, cc 196

Max. Power, kW(HP) @ RPM 3.7 (5.0) @ 1800 RPM at Cam Shaft

Type
Four Stroke, Single Cylinder, Inclined, Air Cooled, 
Spark  Ignition, Petrol Engine

Starting System Recoil (Manual) 

Type Combination of Constant & Sliding Mesh

Clutch Wet Type, Friction Multi Plate

No. of Speeds 02 (01 - Forward & 01 Reverse)

Transmission Drive Gear Drive 

CUTTER

PRODUCT 
OVERALL

Reaper Gear Box Type Bevel & Pinion

Wheels Type & Nos. Pneumatic, Traction, 2 No.

Reaper Clutch Type Dog Clutch

Wheel Size 18.00 - 7.00 x 8,, 2 PR

Cutting Width, mm 1200

Height of Cutter Bar from G. L., mm 58 - 61

Overall Dimension (L x W x H), mm 2160 x 1515 x 1280/1340

Gross Weight, Kg 150

Crop Placing Right Side of the Machine

Turning Side Clutch Mechanism

SPECIAL 
FEATURE

Ragi

Bengal Gram

Soybean

Paddy

Wheat

SUITABLE CROPSTECHNICAL SPECIFICATIONSPECIAL FEATURES

Upper Conveyer 

Chain

Telescopic 

Adjustable Handle

Cutting Width 

1200 mm

Low Cutting 

Height
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